
1
1
1
6

Legende
TBD = to be defined (noch zu definieren)

Shim Ø6x14x0,20
Shim Ø6x16x0,20
Shim Ø6x18x0,20
Shim Ø6x22x0,20

1

Ø  12x40x0,20

ø

ø

ø

1

Gasdruck Einbaulänge10 bar 477 mm

Details Druckstufenventil
Stück

1
1

Öltype
Öl Viskosität

ø

ø

ø

ø
ø

ø

 - = keine Angabe

Bemerkungen

Druckstufendämpfung Low Speed (Klicks offen bzw.Markierung)
Druckstufendämpfung High Speed (Umdrehungen offen)
Zugstufendämpfung (Klicks offen bzw. Markierung)
Federvorspannung

Fahrer - Komfort STANDARD Fahrer Sport
17
2
17

10 mm

1,5
15

10 mm

15 13

ø
ø

FederlängeGewicht Fahrer Feder Bezeichnung
260 mm (62/65) 39-260

3

Ø  12x24x0,10

Ø  12x42x0,25

DruckstufeStk Zugstufe

ø

ø

140 mm

Teilenummer
9121012365-75 kg

Änderungsbeschreibung
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Datum Erstellung:
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Kolben-Nr.:

ø

øø
ø

Bezeichnung / Dimension
Einstellfeder 50180207

Shim Ø6x8x0,30
Shim Ø6x10x0,20

Index Datum Name

ø
ø

ø

ø

ø

ø

ø

 

26.01.2017
 

Ø  12x28x0,30
ø

ø

Ø  12x44x0,25

Ø  12x36x0,25

1

Ø  12x38x0,25

Ø  12x44x0,20

ø
Ø  12x28x0,20
Ø  12x26x0,20

Ø  12x40x0,25

Ø  12x30x0,30
Ø  12x32x0,30

Ø  12x28x0,10

1
Ø  12x34x0,30
Ø  12x36x0,30Ø  12x32x0,20

1

Kolben-Freibohrung:

Ø  12x22x0,20

1
1

1
1

1
1

12

Ø  12x30x0,201
1

1

1

1

Ø  12x24x0,20
1

1

 (62/65) 45-260
Feder STANDARD

Stk

260 mm
260 mm

 (62/65) 42-260

Gummipuffer
SAE 2.5

91210100
91210124

Druckstufe

42 N/mm75-85 kg

Stk

45 N/mmFeder härter

Feder weicher

1

mmKolben-Freibohrung:
Kolben-Nr.:

5018Artikelnummer:
Modellbezeichnung:

(ohne Jahresangabe)
50181101s23

5018-1100

Typ:
Druckstufen-

ventil

 18187R07

KTM 350 SXF

35 mm
105 mm

50180751

8 mm
Hub

volle Nutzlast

13
10 mm

Feder

Fahrtdurchhang
Statischer Durchhang

Stk Zugstufe

85-95 kg

Federrate
39 N/mm

Höhe Scheibe Zugstufe

Ø  12x23x0,30 øØ  12x30x0,30

ø

Shims Kolben 1

3 1

4

1

SHOCK SETTING LIST

Ø  12x26x0,30

Shims Kolben 2

ø

ø

ø
ø

ø
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Creation date: 10.11.2016

6 Shim Ø6x22x0,20

 - = no comment

Legend:
TBD = to be defined 

1 Shim Ø6x18x0,20

    

Details compression unit:
Qty Description, dimension Note:
1 Einstellfeder 50180207
1 Shim Ø6x8x0,30
1 Shim Ø6x10x0,20
1 Shim Ø6x14x0,20
1 Shim Ø6x16x0,20

Piston-bleed mm Piston-bleed: mm
Piston-No.: 50181030E Piston-No.:

ø ø
ø

øø
ø

ø
12 Ø  12x44x0,20 ø ø
4 Ø  12x44x0,25 ø

ø
1 Ø  12x42x0,25 ø ø
1 Ø  12x40x0,25 3 Ø  12x40x0,20 ø

ø
1 Ø  12x38x0,25 1 Ø  12x28x0,10 ø ø
1 Ø  12x36x0,25 1 Ø  12x24x0,10 ø

ø
1 Ø  12x32x0,20 1 Ø  12x36x0,30 ø ø
1 Ø  12x30x0,20 1 Ø  12x34x0,30 ø
1 Ø  12x28x0,20 1 Ø  12x32x0,30 ø ø
1 Ø  12x26x0,20 1 Ø  12x30x0,30 ø
1 Ø  12x24x0,20 1 Ø  12x28x0,30 ø ø

ø

ø
1 Ø  12x22x0,20 1 Ø  12x26x0,30 ø ø

42 N/mm  (62/65) 42-260 260 mm

Shims piston 1 Shims piston 2

Ø  12x30x0,30 1 Ø  12x23x0,30
Qty Compression Qty Rebound Qty Compression Qty Rebound
3 ø

Spring Riders weight Spring rate Spring description Spring length Part-No.
Softer spring

91210124
Stiffer spring 85-95 kg 45 N/mm  (62/65) 45-260 260 mm 91210100

65-75 kg 39 N/mm  (62/65) 39-260 260 mm 91210123
STANDARD Spring 75-85 kg

Static sag 35 mm Rebound disk height 8 mm
Riding sag 105 mm

Oil type 50180751 Bump rubber 5018-1100
Oil viscosity SAE 2.5

Stroke 140 mm
Gas pressure 10 bar Shock length 477 mm

Spring preload 10 mm 10 mm 10 mm

15 13
Compression damping High Speed (turns open) 2 1,5 1
Rebound damping (clicks open or marking) 17 15 13

SHOCK SETTING LIST
5018

Model-description:
(without year-declaration)

KTM 350 SXF Compression 
damping valve 50181101s23

Articl-No.:  18187R07 Type:

driving comfort STANDARD driving sport max.payload
Compression damping Low Speed (clicks or marking) 17

Th
e 

co
py

in
g,

 d
is

tri
bu

tio
n 

an
d 

ut
ili

za
tio

n 
of

 th
is

 d
oc

um
en

t a
s 

w
el

l a
s 

th
e 

co
m

m
un

ic
at

io
n 

of
 it

s 
co

nt
en

ts
 a

nd
 p

ar
ts

 o
f i

ts
 c

on
te

nt
s 

to
 o

th
er

s 
w

ith
ou

t 
ex

pr
es

se
d 

au
th

or
iz

at
io

n 
(in

 w
rit

te
n 

fo
rm

) 
is

 p
ro

hi
bi

te
d.

 O
ffe

nd
er

s 
w

ill
 b

e 
he

ld
 li

ab
le

 fo
r 

th
e 

pa
ym

en
t o

f d
am

ag
es

. A
ll 

rig
ht

s 
re

se
rv

ed
 in

 th
e 

ev
en

t o
f 

th
e 

gr
an

t o
f p

at
en

t a
nd

 u
til

ity
 m

od
el

 re
gi

st
ra

tio
n!

  
Th

is
 le

ge
nd

 s
ha

ll 
be

 in
cl

ud
ed

 o
n 

an
y 

ki
nd

 o
f r

ep
ro

du
ct

io
n 

of
 th

is
 d

oc
um

en
t. 


	Settingliste FEDERBEIN Deutsch
	Settinglist Shock english

